
ANTIQUE SALMON GRANITE
Antique Salmon Granite once formed the 
roads, bridges, and rice threshing platforms 
of South China. The rapid building of cities, 
freeways, and bridges over the past two 
decades has led to the replacement of much 
of this material with concrete and asphalt. 
Our reclamation teams work ahead of major 
infrastructure projects, such as the expansion 
of a port facility in Guangdong and the 
building of apartment complexes in Fujian.

The surface of Antique Salmon Granite boasts 
a rich natural patina resulting from centuries 

of human and animal traffic, tannins from 
vegetation, and minerals from ground water. 
Some surfaces have texture marks, where a 
point chisel once etched grooves for greater 
traction. In others, wear has removed texture, 
leaving the upward face smooth. 

Our Antique Salmon Granite offers warm 
tones ranging from bronze to salmon and 
ash. Antique Salmon Granite may be sand set 
or gauged and mortar set.
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I N S T A L L A T I O N
Antique Salmon Granite may be sand set or 
gauged and mortar set.

P R O J E C T S
Dillon Residence, Madison Lakefront, 
Perrell Residence, Toorak Residence
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TEXTURE SAMPLE #1 TEXTURE SAMPLE #2

COLOR ARRAYPOOL TILES 
min thickness - 0.5” / 13 mm

M A T E R I A L  S P E C I F I C A T I O N S

STANDARD PAVERS :
	 12” x 12”  to 24” x 24”; 2” - 4.5” thick
	 300 x 300 mm to 600 x 600 mm; 50 - 115 mm thick

STANDARD PLANK : 
	 9” x 12”  to 14” x 90”; 2” - 4.5” thick	
	 225 x 300 mm to 350 x 2250 mm; 50 - 115 mm thick

STAIR BLOCK : 
	 12” x 24” to 15.5” x 72”; 2” - 5.5” thick
	 300 x 600 mm to 400 x 1800 mm; 50 - 140 mm thick

POOL TILE : 
	 2” x 2”; 0.5” thick
	 50 x 50 mm; 13 mm thick


